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P V N E Handcmfted Interior DOOrs

SPECIFICATIONS T ]
Mortise and tenon stiles and rails
GLASS: 1/8" single glazed. — —
Multiple tempered options — — ——
also available upon request.
THICKNESS: 1-3/8"
WIDTHS: - -
Panel Doors 1'6",1'8",1'10",2'0", 2'2",
2'4" 2'6",2'8",2'10", 3'0" 8104 8106 8182
French Doors  2'0", 2'4",2'6",2'8",2'10", 3'0"
Bifold Doors ~ 2'0",2'6",3'0" — —
HEIGHTS: 7 ) / / / /
Panel Doors 6'8",7'0", 8'0" /
T /
French Doors  6'8",7'0", 8'0 =
Bifold Doors 67" BER
PANELS: 5/8", single hip-raised WA/
/
STILES: 4-3/16" 7/ ——
" N/
Topr RAIL: 4-3/16 | -
BoTTOM RAIL: 6-15/16"
LOCK RAIL: 6-9/16" 8180 8115* 8101
dn\miam
/(AL
/N

a

8170 (10 Lite) ~ 8119 8110
8175 (15 Lite)t

simp§0|‘|® 8163 8143 8140
1-800-952-4057

Jax 360-495-3295
400 Simpson Ave ® McCleary, WA 98557

*Not available in 2°0” width
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On cover: Knotty Pine 8106

12°0” is only available as a 8170 10 lite layout



