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TOUGH WOOD DOORS FOR TOUGH EXPOSURES featurmngEWSAVEH""Technolagy

P 6037 (1.G.) 4 P6001(LG) 44 PB002(LG.) 44 P7103(LG) ¢4 P7104(1G) 4 4
P37(3.G) P 1501 (5.6 @ é P1503(56.) @ P1504(S6) @
PTIS 16) 4 P7106(16) 44 PTG 44 P7580(16.) 44 T (G) 44
P1505(SG) P 1506 (S.G.) ‘ P 1508 (SG) PT580(S.G.)‘ P1510(S.G.)
P7U15(|G) P 7109 (2'0") (1.G.) 4“d P7109(|G) P7018(8'0") (I.G.) 4“d P7U12(80)([G)“
Y P10 (20} (sG) @  Pisos(sc) @ pisi880"SG) @ Pis1ZiE0Y)(SG) @

1.G. indicates insulated glazing. S.G. indicates single glazing.



Weather the weather with our
Pertormance Series'doors.

Our Performance Series doors offer all the

beauty of genuine wood with the moisture-

”

! power of UltraBlock® technology and

}} clusive Weather Seal™ process.

For builders, few things in life are more frustrating
than call-backs. Nervous about potential call-backs,
some builders have hesitated to use wood doors in harsh
climates. But just because you need a door that can
stand up to rough conditions doesn’t mean you'’re stuck

B sive with cold hard steel or fiberglass doors.
UltraBlock Weather Seal
technology process

At Simpson Door Company, we conducted years of extensive
research to understand how moisture infiltrates wood doors

in extreme exposures. Our research led us to identify and

with

" UltraBlock'

technology

ultimately develop a construction process incorporating
UltraBlock technology and our exclusive Weather Seal
process. The result? A new product line of wood French
doors designed and built to withstand the toughest exposures.

Performance Series doors are built to survive the threat
of moisture-related problems to a wood door’s bottom
rail and lower stiles. Such problems include: stile and
rail separation, bottom rail rot, buckling and swelling.
Its a dramatic breakthrough in wood door construction.
And its exactly the kind of innovation you would expect
[from Simpson.




® Eliminates bottom rail
and lower stile rot

® Reduces buckling and
swelling of bottom
rail and lower stile
components

© Minimizes stile and rail
separation

® Improves warp resistance
® Fewer call-backs

® Five year limited
warranty

® Beautiful genuine wood

The value of
ViewSaverm™
technology

Our true divided lite
Performance Series
doors all feature
Simpsons ViewSaver
technology, which
provides maximum
visibility and
outstanding energy

efficiency.

SERIES DOORS

featuring VIEWSAVER™ Technology

3/4" thick clear insulated
glass (Low-E Argon option,
obscure and decorative
options available).

Performance Series®
construction for maximum
weather resistance.

Bars are narrow for
allowing maximum
viewing area, while
increasing glass
thickness for improved
energy performance.

Kerf seal bars at all
wood-to-wood joints.
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Our Performance
ASeries’doors have a
favorite hangout

' when it rains.

We designed our Performance Series doors to weather the

weather. Thats why theyre perfectly at home in FrameSaver
exterior door frames with TimberTech™ ends. Together, this

door system prevents wicking, eliminates rot, improves warp resistance
and reduces call-backs.

Call today for complete information!

1-800-952-4057

www.simpsondoor.com
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This product [or the products described herein] incorporates the patented FRAMESAVER®technology under license from BMS of Nacogdoches, Texas.
U.S. Patent Nos. 5,873,209 and 6,122,882. Simpson Performance Series U.S. Patent No. 6,185,834. Simpson, Performance Series, Weather Seal, UltraBlock
and ViewSaver are trademarks of Simpson. FrameSaver is a registered trademark of BMS. TimberTech is a registered trademark of Crane Plastics.






